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VIVOTEK Mounting Accessories
AM-313 Pole Mount Bracket

Installation Guide

Compatible VIVOTEK Cameras & EnclosuresI

Compatible cameras/brackets
IP8355H,IP8355EH,IP8365H,IP8365EH,IP8371,IP8371E,IB8373-
EH,IP8372,IB8381,IB8381-E

AE-236, AE-237, AE-241, AE-242

Part no.: 625032100G
Accessory Ordering part no.: AM-313: 900029800G 
    

Installation Options

Compatible Pole Diameters - AM-313
70 mm to 120mm - or - 120mm to 230mm

Max. load AM-313: 30KG Dimensions AM-313: 277.4 x 75 x 
168.1mm

Weight AM-313: 2.4KG

AM-313 Dimensions
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70 mm to 120mm120mm to 230mm

for AM-717 M4*P0.4*L15 
galvanized steel

for AE-
236, 237, 
241, 242, 
and bullet 
cameras

Hex Phillips 
1/4W20*L12
galvanized steel

For 
securing 
brackets 
around pole

hex nuts, washers, 
threaded rods

Screws



InstallationII
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Hole # Applicable camera / Accessories Picture

#1 AM-717

#4 & 5 IP8355H, IP8355EH, IP8365H, 
IP8365EH, IP8371, IP8371E, 
IB8373-EH, IP8372, IB8381, 
IB8381-E

#10 & 11 AE-236, AE-237, AE-241, AE-242

Example: AE-241 + AM-717 + AM-313 

AM-313 Mounting Holes


