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11.04.5687 
 

 

 

ROLINE HDMI Ultra HD Kabel mit Ethernet, ST/ST, 20,0 m 
 

ROLINE Câble HDMI Ultra HD avec Ethernet, M/M, 20,0 m 
 

ROLINE HDMI Ultra HD Cable + Ethernet, M/M, 20.0 m



Cable Specifications:

Gun black zinc alloy shell
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NO. SPECIFICATIONS

BOM LIST
YU

3 clear PE inner molding

4 HDMI 19 Pin connector nickel plated

braid: 8*16*0.12mmAM

PE wire:1/0.32CuPE∅0.7

shieding:12*0.025mmAL

drain wire:1/0.32Cu

shieding:20*0.025mmAL

FPE wire:1/0.52SCFPE∅1.45

PVC jacket:black PVC OD ∅9.0±0.15mm
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20M + 5CM

PVC jacket:transparency OD ∅10.2±0.15mm

HDMI2.0V 24-28AWG OD:10.2 (1/0.52SC*1P+1/0.32Cu+AL)*5+1/0.32Cu*4C+AL+D1/0.32Cu+128AM+PVC
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test standard:
1、100% pass open circuit,
short circuit, dislocation
test.
2、On-resistance: 3Ω Max
3、Insulation resistance: 5MBΩ

Min/DC300V/10ms
4、100% pass 4k TV test
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11.04.5687
ROLINE HDMI Ultra HD 

Cable + Ethernet, 20m, black


